
V-PETTE STARTER KIT ORDERING INFORMATION

CAT. NO.       DESCRIPTION

P3946-SK4 SINGLE CHANNEL VARIABLE VOLUME PIPETTES: VP10,  VP20, VP200, VP1000     
     4-POSITION PIPETTE STAND

     3 RACKS OF PIPETTE TIPS

     INSTRUCTION MANUAL

     ACCESSORIES

SET OF 4 COLOR PIPETTORS AND ACCESSORIES

VOLUME RANGE FROM 0.5μL UP TO 1000μL

DURABLE, UV AND CHEMICALLY RESISTANT PIPETTORS

UNIVERSAL 4-POSITION PIPETTE STAND

UNIVERSAL PIPETTE TIP COMPATIBILITY

STARTER KIT 
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MODEL  VOLUME [μL]  ACCURACY [%]   PRECISION [%] 
VP10  0.5 - 10   MIN ±4.0 - MAX±0.5  MIN ±2.8 - MAX±0.4
VP20  2 - 20   MIN ±3.0 - MAX±0.8   MIN ±1.5 - MAX±0.3
VP200  20 - 200  MIN ±1.2 - MAX±0.6  MIN ±0.6 - MAX±0.2
VP1000 100 - 1000  MIN ±1.6 - MAX±0.6  MIN ±0.4 - MAX±0.15
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